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Datasheet - J4C 55
GENERAL CHARACTERISTICS

24-240 VDC/VAC 12 VDC/VAC ONLY

2,4 Kg

MATERIAL:
 Body: Anticorrosive Polyamide, Grey colour / Optional: Polypropilene V0, Black colour.
 Cover: Anticorrosive Polyamide, Red colour / Optional: Polypropilene V0, Natural colour.

Output drive: Zamak, Zinc plated / Optional: Zamak, TEFLON coated
Flange: Aluminum and Cataphoresis / Optional: Aluminum and TEFLON coated.
Main external shaft: Stainless Steel
External screws: Stainless Steel
Gears: Steel and Polyamide
Visual position indicator: Polyamide

 Dome: Polycarbonate
Adjustable internal cams: Polyamide

 Note: Technical data are the same despite the different casings. 

Electronic Torque Limiter function
Electric motor: 24VDC Brushless motor 
Insulation: Class B
(IEC 60034) Service: S4
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J4C 55 SIZES
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Exploded View
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Exploded View

(EN) HANDBOOK_DATASHEET - J4C 55_05

INDEX

J4C 55

29

31

45

46
28

30

43

42

44

41

40

39

38

36

35

36

35

37

34

33

32

30



Exploded View
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ÍNDICE
Nota: Los datos técnicos, no varían para los diferentes envolventes

Datos técnicos - J4C 55
CARACTERÍSTICAS GENERALES

24-240 VDC/VAC 12 VDC/VAC ONLY

2,4 Kg

MATERIALES:
 Cuerpo: Poliamida Anticorrosiva, color Gris / Opcional: Polipropileno V0, color Negro

Tapa: Poliamida Anticorrosiva, color Rojo / Opcional: Polipropileno V0, color Natural.
Salida: Zamak, tratamiento Cincado / Opcional: Zamak, tratamiento Teflonado.
Brida: Aluminio y tratamiento Cataforesis / Opcional: Aluminio y tratamiento Teflonado.
Ejes principales externos: Acero inoxidable 
Tornillería exterior: Acero inoxidable
Engranajes: Acero y poliamida
Indicador visual de posición: Poliamida
Visor cúpula: Policarbonato
Levas internas ajustables: Poliamida

Limitador electrónico de par
Motor: Monofásico 24VDC
Aislamiento: Clase B
(IEC 60034) Servicio: S4



MEDIDAS J4C 55
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Despiece
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Despiece
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