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Mechanical
Boosters

• 

• 

• Consistent output.

• 

• Robust and reliable.

• 

• 

• Oil treatment.

• Vacuum packaging.

• Transformer drying.

• Transformer vapour phase drying.

• Pipeline drying.

• Capacitor drying.

• 

• 

• 

• 

• 

• Plasma spray.

• 

• 

Metallurgy

• 

• 

• MIM/vacuum sintering.

• 

• 

• 

capacity with reduced footprint. Available in sizes from 6965 to 8358 m3h-1 displacement, are 

speed dry pumping system.

THE INTELLIGENT CHOICE

pXH MECHANICAL BOOSTER PUMPS
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Mechanical
Boosters

Technical data
Units pXH4500 pXH6000

m3h-1 6965 8358

ISO200 ISO250

ISO160 NW160

Noise 66

Mass kg 400 435

Cooling water

barg 6.9

Supply temperature 10-25

barg 1.25

lmin-1 6

Electrical supply type 200-230 V 50/60 Hz/380-460 V 50/60 Hz

Han K 4/4

Performance Curves

pXH4500 380-460 V ACG000120300

pXH4500 200-230 V AC6000120300

pXH6000 380-460 V ACH000120300

pXH6000 200-230 V AC7000120300

pXH

pXH Mechanical Booster Pump

pXH4500 pXH6000

Length mm 1086 1086

Width mm 517 517

Height mm 531 531
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pXH dimensions


